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SPECIFICATION
S T A N D A R D  L A P  &  H D 2  L A P  T R E N C H  S H E E T S

T Y P E
AVA I L A B L E 

L E N G T H S
D I M E N S I O N S 

(mm)
WEIGHT

SECTION 
MODULUS

 
SWL

(m) (cm 3/m) (kNm/m)w tota l w eff t d p (kg /m) (kg /m 2 )

Standard 2 - 5 350 330 3.4 35 110 10.8 32.9 48 8.5

HD2 4 - 7 764 742 8 90 267 54.2 73.0 252 59

S P E C I F I C A T I O N

Conquip Trench Sheets are available in standard lap & HD2 lap variations. They are 
predominately used for construction work and temporary deployment. The lightweight, 
overlapping trench sheet profiles ensure high strength to weight ratio to provide a safe 
environment for those working in excavations.

Typical applications include small trenches and excavations, including basements, sewerage, 
water, gas, or other services. They are particularly useful for when services cross.

K E Y  B E N E F I T S
•	 Available in a variety of lengths to suit specific site requirements.

•	 Quick and easy to use and set up using Conquip’s Trench Sheet Driving Cap.

•	 Can be easily lifted and extracted using Conquip’s Trench Sheet Extractor.
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TA L K I N G  TO  U S  I S  E A S Y 

WE’RE HERE TO HELP
Call us on 0333 300 3470 

Email us at sales@cqegroup.com 
www.cqegroup.com
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