
Y O U R  # 0 1  P A R T N E R
We supply a comprehensive range of equipment for ground 
support, deep drainage, utility installation and other civil 
engineering applications. Our experienced, in-house engineering 
team are on-hand from the pre-construction phase with advice 
and a design service, right through to a project’s completion.

CIVILS & 
GROUNDWORKS

START  
EXPLORING
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1Clearance Between Struts | 2Weight will vary depending on strut configuration | 3Safe Working Load

C O D E B OX S T R U T L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

C B S 1
(mm)

W E I G H T 2
(kg)

S W L 3
(kPa)

MIN MAX MIN MAX

TL101-00003 Base Standard
(Incremental) 3500 550 3985 2560 3100 2177 2611 30 / 50

TL101-00004 Extension Standard
(Incremental) 3500 550 3985 1310 3100 1163 1380 50

TL101-00003 Base High
Clearance 3500 2065 5000 2560 3100 3216 3644 30 / 50

TL101-00004 Extension High
Clearance 3500 2065 5000 1310 3100 2266 2694 50

C O D E B OX  T Y P E L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

C B S 1
(mm)

W E I G H T 2
(kg)

S W L 3
(kPa)

MIN MAX MIN MAX

TL103-00011 Base 2500 1550 4990 2560 2180 2557 3011 45 / 70

TL103-00012 Extension 2500 1550 4990 1310 2180 1433 1650 70

TL103-00007 Base 3500 1550 4990 2560 3180 3077 3511 32 / 50

TL103-00008 Extension 3500 1550 4990 1310 3180 1713 1930 50

TL103-00009 Base 4000 1550 4990 2560 3680 3327 3761 28 / 40

TL103-00010 Extension 4000 1550 4990 1310 3680 1813 2030 40

TRENCH BOX
A ground support system for lining trench walls.

׃	 Robust design provides more durability, ensuring these boxes are ideal for dig and push installations.

׃	 Incremental struts allow for varying working widths and high clearance struts allow for larger pipes.

׃	 Reinforced lifting points for easy manoeuvre around site.

1Clearance Between Struts | 2Weight will vary depending on strut configuration | 3Safe Working Load

MANHOLE BOX
A ground support system for forming a concrete manhole.

׃	 Robust design provides more durability, ensuring these boxes are ideal for dig and push installations.

׃	 Incremental struts allow for varying working widths ranging from 1550mm to 4985mm.

׃	 Reinforced lifting points for easy manoeuvre around site.

B O X  S Y S T E M S B O X  S Y S T E M S
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DRAG BOX
An edge-supported trench lining system that acts as a transportable ‘shield’.

׃	 Suitable for trench depths of 4.4 metres and trench widths of up to 3 metres.

׃	 Convex panel edges cut through spoil, aiding dragging motion.

C O D E B OX S T R U T L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

CBS1
(mm)

W E I G H T 2
(kg)

S W L 3
(kPa)

MIN MAX MIN MAX

TL100-00002 Base Fixed 5110 700 3000 2410 4140 3600 4015 30

TL100-00003 Extension Fixed 5110 700 3000 1810 4140 2475 2785 30

TL100-00010 Base Fixed 7110 700 3000 2410 6140 5120 5535 20

TL100-00011 Extension Fixed 7110 700 3000 1810 6140 3845 4285 20

TL100-00002 Base Hog Back 5110 2190 2190 2410 4140 3600 4015 30

TL100-00003 Extension Hog Back 5110 2190 2190 1810 4140 2475 2785 30

TL100-00010 Base Hog Back 7110 2190 2190 2410 6140 5120 5535 20

TL100-00011 Extension Hog Back 7110 2190 2190 1810 6140 3845 4285 20

BACKHOE  
TRENCH BOX
A robust piece of equipment, which acts as a  
safety shield to provide a safe working area  
below ground level. 

׃	 Ideal for use when working on excavations and  
pipe laying operations. 

׃	 Able to sustain working earth pressures of up to 20kPa. 

׃	 Simple to install using the dig and push method. 

׃	 Trench working width range of 600mm to 2400mm  
and depths of up to 3 metres with extension boxes.

׃	 Telescopic struts allow for easy adjustment and are 
secured in place using the pin and clip system. 

BACKHOE  
MANHOLE BOX
A four-sided, easy to assemble, excavation box 
which provides a safe working area below ground.  

׃	 Able to sustain earth pressures of 20kPa. 

׃	 Simple to install using the dig and push method. 

׃	 Available in 2500mm or 3000mm panel lengths with 
depths up to 3 metres with extension boxes.

׃	 Pin and clip system for telescopic struts, suitable for 
manhole rings and cones from 1050 to 1800mm.

1Distance Between Struts | 2Clearance Below Strut | 3 Safe Working Load

1Distance Between Struts | 2Clearance Below Strut | 3Safe Working Load

1Clearance Between Struts | 2Weight will vary depending on strut configuration | 3Safe Working Load

B OX  T Y P E L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

PA N E L 
T H I C K N E S S 

(mm)

D B S ¹
(mm)

C B S ²
(mm)

W E I G H T
(kg)

S W L ³
(kPa)

MIN MAX

Base 3000 600 2400 2000 60 2670 1200 730 20

Extension 3000 600 2400 1000 60 2670 - 420 20

B OX  T Y P E L E N G T H
(mm)

H E I G H T
(mm)

PA N E L 
T H I C K N E S S 

(mm)

D B S 1
(mm)

C B S 2
(mm)

MANHOLE RING 
SIZE 
(mm)

W E I G H T
(kg)

S W L 3
(kPa)

Base 2500 2000 60 2200 1200 1050/1200/1350 875 20

Extension 2500 1000 60 2200 - 1050/1200/1350 460 20

Base 3000 2000 60 2700 1200 1350/1500/1800 975 20

Extension 3000 1000 60 2200 - 1350/1500/1800 508 20

B O X  S Y S T E M S B O X  S Y S T E M S
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B OX  T Y P E S T R U T 
T Y P E

L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

D B S 1
(mm)

C B S 2
(mm)

W E I G H T
(kg)

SWL3
(kPa)

MIN MAX FRONT REAR

Base Fixed 5100 600 600 3200 4500 1225 2278 3970 25

Extension Fixed 5100 600 600 3200 4500 430 875 2330 25

Base Fixed 5100 800 800 3200 4500 1225 2278 3846 25

Extension Fixed 5100 800 800 3200 4500 430 875 2446 25

Base Fixed 5100 1000 1000 3200 4500 1225 2278 3876 25

Extension Fixed 5100 1000 1000 3200 4500 430 875 2476 25

Base Telesopic 5100 1200 1500 3200 4500 1225 2278 4270 25

Extension Telesopic 5100 1200 1500 3200 4500 430 875 2870 25

Base Telesopic 5100 1500 2100 3200 4500 1225 2278 4462 25

Extension Telesopic 5100 1500 2100 3200 4500 430 875 3062 25

Base Telesopic 5100 2100 3300 3200 4500 1225 2278 4844 25

Extension Telesopic 5100 2100 3300 3200 4500 430 875 3444 25

Base Telesopic 5100 3000 5100 3200 4500 1225 2278 5434 25

Extension Telesopic 5100 3000 5100 3200 4500 430 875 4034 25

LIGHTWEIGHT 
TRENCH BOX
A lightweight trench lining system  
for trench ground support.

׃	 Suitable for trench depths of up to 4 metres.

׃	 Ideal for smaller machines with less  
lifting capacity.

LIGHTWEIGHT 
MANHOLE BOX
A lightweight ground support system for 
forming a concrete manhole.

׃	 Suitable for trench depths of up to 4 metres  
and trench widths of up to 4.92 metres.

׃	 Ideal for smaller machines with less  
lifting capacity.

HIGH CLEARANCE  
DRAG BOX
A trench lining box engineered specifically 
to allow pipes to pass into the trench with 
minimum hindrance.

׃	 Facilitates a quicker progression along the 
length of the trench.

׃	 The largest working envelope on the market.

׃	 Telescopic struts available in 150mm increments 
for easy working width adjustment.

׃	 Extension boxes can be used as base boxes.

1Distance Between Struts | ²Clearance Below Strut | ³Safe Working Load

1Clearance Between Struts | 2Weight will vary depending on strut configuration | 3Safe Working Load

C O D E B OX  T Y P E L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

C B S 1
(mm)

W E I G H T 2
(kg)

S W L 3
(kPa)

MIN MAX MIN MAX

TL104-00013 Base 2500 1375 4810 2000 2180 1177 1611 27

TL104-00014 Extension 2500 1375 4810 1000 2180 763 980 27

TL104-00015 Base 3000 1375 4810 2000 2680 1297 1731 27

TL104-00016 Extension 3000 1375 4810 1000 2680 823 1040 27

C O D E B OX  T Y P E L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

C B S 1
(mm)

W E I G H T 2
(kg)

S W L 3
(kPa)

MIN MAX MIN MAX

TL102-00003 Base 3000 550 3985 2000 2600 1097 1531 27

TL102-00004 Extension 3000 550 3985 1000 2600 643 860 27

B O X  S Y S T E M S B O X  S Y S T E M S

1Clearance Between Struts | 2Weight will vary depending on strut configuration | 3Safe Working Load
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MINI  
MANHOLE BOX
A four-sided excavation protection system 
used when installing pre-cast manholes, 
chambers or tanks.

׃	 Quick and easy to assemble and install using  
the dig and push method and 13t excavators. 

׃	 Two extension boxes can be added to the base 
box for depths of up to 4 metres. 

׃	 2, 2.5 and 3-metre panel lengths available to  
suit all sizes of pre-cast manhole rings. 

MINI TRENCH BOX
Box modules used to ensure the side  
walls of an excavation are supported in 
trench works.

׃	 Quick and easy to assemble and install.

׃	 Working width range from 600mm to 2800mm 
and depths of up to 4 metres. 

׃	 Telescopic struts allow for easy adjustment  
and are secured in place using the pin and  
clip system. 

׃	 Up to two extension boxes can be added  
to achieve additional depth.

1Distance Between Struts | ²Clearance Below Strut | ³Safe Working Load

1Distance Between Struts | ²Clearance Below Strut | ³Safe Working Load

MIDI  
DRAG BOX
A trench lining system that increases 
productivity making it ideal for longer  
pipe runs due to faster installation.

׃	 Installed using the dig and drag technique  
and pulled along the trench as each section  
of a pipeline is laid.

׃	 For use in pre-dug trenches with self- 
supporting soil.

׃	 Fixed strut sizes available for varying working 
widths from 550mm to 1850mm.

B OX 
T Y P E

L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

PA N E L  T H I C K N E S S
(mm)

D B S 1
(mm)

CBS2
(mm)

W E I G H T
(kg)

SWL3
(kPa)

MIN MAX

Base 3000 600 2800 2000 60 2720 1100 1232 28

Extension 3000 600 2800 1000 60 2750 - 676 28

B OX  T Y P E L E N G T H
(mm)

H E I G H T
(mm)

PA N E L  
T H I C K N E S S

(mm)

D B S 1
(mm)

CBS2
(mm)

M A N H O L E  
R I N G  S I Z E

(mm)

W E I G H T
(kg)

SWL3
(kPa)

MIN MAX

Base 2000 2000 60 1820 1500 1050/1200 1222 1386 42

Extension 2000 1000 60 1820 - 1050/1200 516 598 42

Base 2500 2500 60 2220 1500 1050/1200/1350 1360 1424 30

Extension 2500 1000 60 2220 - 1050/1200/1350 794 876 30

Base 3000 2000 60 2220 1500 1350/1500/1800 1552 1716 30

Extension 3000 1000 60 2220 - 1350/1500/1800 864 946 30

B OX  T Y P E L E N G T H
(mm)

W O R K I N G  W I D T H
(mm)

H E I G H T
(mm)

D B S 1
(mm)

CBS2
(mm)

W E I G H T
(kg)

SWL3
(kPa)

MIN MAX FRONT REAR

Base 3000 550 1850 2000 2830 1220 1220 972 20

Extension 3000 550 1850 1000 2830 - - 682 20

Base 4000 550 1850 2000 3830 1220 1220 1476 20

Extension 4000 550 1850 1000 3830 - - 882 20

Base 5000 550 1850 2000 4830 1220 1220 2276 20

Extension 5000 550 1850 1000 4830 - - 1082 20

B O X  S Y S T E M SB O X  S Y S T E M S

1Distance Between Struts | ²Clearance Below Strut | ³Safe Working Load
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C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

S W L *
(kPa)

TL900105 Small 1200 60 1800 200 60

TL900136 Large 1800 100 2800 875 50

END PANEL
A structural panel to close off open-ended excavations.

׃	 Made of high-quality steel, increasing durability, reducing repair or replacement costs.

׃	 Safely retains backfill, preventing loose material from falling into the trench or excavation.

׃	 Improves site safety by acting as barrier to restrict access to the trench or excavation.

*Safe Working Load 

*Safe Working Load 

MANHOLE  
CLOSING PANEL
A structural end panel designed to  
close-off the end of a manhole box to 
contain any backfill and prevent  
movement of loose materials.

׃	 Easy to install.

׃	 Available in widths up to 4500mm.

׃	 Designed for a ground pressure with maximum 
of up to 40kPa. 

B O X  S Y S T E M S B R A C E S  &  F R A M E S

WA L E R  L E N G T H
(m)

F R A M E  W I D T H 
( A )

F R A M E  W I D T H 
( B )

F R A M E  W I D T H 
( C )

S W L *
(kPa)

M I N 
(mm)

M A X 
(mm)

M I N 
(mm)

M A X 
(mm)

M I N 
(mm)

M A X 
(mm)

2 550 850 750 1320 1260 2280 75

3 550 850 750 1320 1260 2280 75

4 550 850 750 1320 1260 2280 75

5 550 850 750 1320 1260 2280 75

ALUMINIUM WALER FRAME
Provides a two-sided support system for a safe and adaptable working area  
below ground, particularly on utilities projects. 

׃	 Used in conjunction with trench sheets for two-sided excavation support.

׃	 Lightweight frame constructed from two hydraulic cylinder struts that attach to rails.

׃	 Shoring fluid allows hydraulic cylinders to be pumped to the appropriate size for the excavation.

׃	 Available in 2, 3, 4 and 5-metre lengths.

׃	 250, 500 and 1000mm strut extensions available.

׃	 Reinforced lifting points for easy manoeuvre around site.
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MANHOLE BRACE
A four-sided hydraulic bracing used with trench sheets to provide a safe and  
secure excavation area for groundworks.

׃	 Single and double acting braces available.

׃	 Single acting brace ideal for excavations between 2 and 4 metres.

׃	 Double acting brace provides safe and secure support to excavations from 2 to 7 metres,  
including sheeting. 

׃	 Combination of braces can be used to suit varying excavations.

׃	 Biodegradable fluid.

*Sheet to Sheet Dimension

B R A C E  T Y P E E X T E N S I O N
T Y P E

S T S  
D I M E N S I O N *

LEG WEIGHT
(kg)

S E C T I O N  S I Z E
(mm)M I N 

(mm)
M A X 
(mm)

Single Acting Type A 2000 3000 120 120 x 120

Single Acting Type B 3000 4000 170 120 x 120

Double Acting Type A 1980 2980 229 180 x 180

Double Acting Type B 2980 3980 278 180 x 180

Double Acting Type C 3980 4980 331 180 x 180

Double Acting Type D 4980 5980 383 180 x 180

Double Acting Type E 5980 6980 505 180 x 180

T Y P E LENGTH
(m)

WEIGHT
(kg)

Hydraulic Unit - 625

Extension 0.5 200

Extension 1 350

Extension 1.5 450

Extension 2.5 600

Extension 6 1200

300 BRACE
A high load, four-sided hydraulic modular bracing system ideal for large, clear  
span excavations with trench sheets and sheet piles.

׃	 Can be used for excavations from 2-metre to 15-metre sheet to sheet clear span, without  
the use of centre struts. 

׃	 Larger spans achievable with corner and centre struts. 

׃	 Used for cofferdams, basements and large interceptor, storage and fuel tanks.

׃	 Modular extensions for easy installation.

׃	 Double pinned joints for easy quick connection.

׃	 600kN double acting hydraulic with built-in lock off valve.

B R A C E S  &  F R A M E S B R A C E S  &  F R A M E S
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E X C A V A T I O N  S U P P O R T S H E E T S  &  P I L E S

T Y P E AVAILABLE LENGTHS
(m)

EFFECTIVE WIDTH
(mm)

WEIGHT
(kg /m)

WEIGHT
(kg /m²)

MAX SWL*
(kNm/m)

GU13N 4  - 10 600 (1200) 59.9 99.8 191 (368)

SHEET PILES
Interlocking Sheet Piles are predominately 
used to form permanent walls or barriers 
for excavations or for temporary support 
during construction.

׃	 The heavy-duty overlapping sheet profiles 
ensure high strength-to-weight-ratio, providing  
a safe environment for operatives working  
in excavations, and watertight structures  
for flood defence and marine environments. 

׃	 Typical applications include retaining walls for 
seawalls, canals, car parks, basements, and  
other ground excavations.

*Safe Working Load.

*Safe Working Load NB: Values in brackets are for interlocked piles/m. All other values apply to a single pile/m unclutched.

T Y P E AVAILABLE LENGTHS
(m)

EFFECTIVE WIDTH
(mm)

WEIGHT
(kg/m)

WEIGHT
(kg/m²)

SWL*
(kNm/m)

Standard (S275) 2  - 5 330 10.8 32.9 8.5

KKD 600/6 3  - 7 600 37.5 62.5 33.7

HD2 4  - 7 742 54.2 73 59

BVI 500 (Interlocking) 4  - 6 494 33.5 67.9 36

TRENCH SHEETS
Steel trench sheets for construction work 
and temporary deployment.

׃	 Available in a range of lengths in Standard Lap, 
KKD 600/6, HD2 and BVI 500 variations  
to suit specific site requirements.

׃	 Provide a safe environment for operatives 
working in the excavation.

׃	 Quick and easy to use and set up using the 
Trench Sheet Driving Cap and can be easily 
lifted and extracted using the Trench Sheet 
Extractor.

EDGE 
PROTECTION
A safety system to prevent personnel  
falling into shoring excavations.

׃	 Provides a safety barrier, protecting 
personnel from open excavation edges.

׃	 The panels work in conjunction with the 
Trench Access Platform, a robust design 
with gated access to the excavation.

׃	 Compatible with all Conquip’s temporary 
excavation support range, including, 
Trench Boxes, Manhole Boxes, Drag Boxes 
and the Temporary Logistics Deck.

C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

EP100-00001 Edge Protection Panel 1780 90 1210 21

EP100-00002 Edge Protection Telescopic Clamp 330 60 330 6

EP100-00003 Edge Protection Pole - 50 1225 2
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C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

C L A M P  R A N G E
(mm)

W E I G H T
(kg)

W L L 2
(kg)

CA212-02500 1250 1075 1225 800-1500 800-1800¹ 110 2500

MECHANICAL 
MANHOLE  
RING LIFTER
An adjustable grab for lifting manhole rings, 
cones and base units.

׃	 Versatile attachment with high lifting capacity 
that’s easily adjustable for different size  
manhole rings.

׃	 Single person operation by the machine 
operator, reducing labour costs and increasing 
site safety.

׃	 Eliminates the requirement for special  
slinging points.

EXCAVATOR PIPE 
LAYING HOOK
An excavator attachment used for fast  
and safe handling of pipe sections.

׃	 A safer alternative to traditional 
slinging methods for unloading trucks; 
removes operators from working 
at height or in crush zones.

׃	 Has a larger Working Load Limit making, 
it ideal for bulkier pipe sections.

׃	 Rubber stops on the back plate act as a 
buffer to prevent damage to pipe sections.

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

C O M PA C T I O N  W I D T H
(mm)

W E I G H T
(kg)

C O M PAT I B I L I T Y
( tonne excavators)

EA023-02000 1010 620 1070 500 510 13  - 22

EXCAVATOR 
COMPACTION WHEEL
An excavator attachment for compacting ground material.

׃	 No need to hire additional equipment, such as compaction 
plates and vibratory rollers, which also need someone to 
operate them - thereby saving hire, fuel and personnel costs.

׃	 The stand ensures it is quick and simple to attach,  
reducing downtime.

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

O P E N 
L E N G T H

(mm)

O P E N
H E I G H T

(mm)

G R I P 
R A N G E

(mm)

W E I G H T
(kg)

W L L *
(kg)

MH702-00030 525 150 500 990 875 220  - 300 7.5 30

MANHOLE RING 
LIFTING PIN
A steel pin for quick, safe lifting of concrete  
manhole ring sections.

׃	 Ideal for repositioning manhole ring sections, or to assist 
with removing lifting slings from around the ring section.

׃	 A range of sizes to suit most precast ring sections.

*Working Load Limit 

 1With extensions | 2Working Load Limit 

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

B O O M  L E N G T H
(mm)

W E I G H T
(kg)

W L L *
(kg)

C O M PAT I B I L I T Y
( tonne excavators)

EA012-04000 2910 500 600 1800 290 4000 13  - 22

EA012-08500 3010 690 750 1870 400 8500 30  - 50

*Working Load Limit

*Working Load Limit

EXCAVATOR 
POURING BUCKET
Transports and pours concrete and other materials.

׃	 Ramp or gate access options.

׃	 Crane lifting points and fork pockets for 
easy manoeuvre around site.

׃	 Mesh sides provide increased visibility for the operator 
and reduce cage weight, increasing the load capacity.

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

C A PA C I T Y
( l i t res)

C O M PAT I B I L I T Y
( tonne excavators)

EA014-00380 1520 640 1075 155 1000 380 5  - 9

EA014-00700 1775 1020 1210 450 2100 700 13  - 22

EA014-01200 2285 1320 1220 625 3600 1200 13  - 22

EA014-01300 2490 1450 1330 730 3900 1300 30  - 50

M A T E R I A L S  L I F T I N G  &  H A N D L I N G M A T E R I A L S  L I F T I N G  &  H A N D L I N G
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C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

C O M PAT I B I L I T Y
( tonne excavators)

EA019-02000 2200 2380 880 960 2000 13 - 22

EXCAVATOR  
BUCKET BOX
Stillage for transporting buckets around site.

׃	 Fewer lifts required to transport materials 
and equipment, increasing productivity and 
reducing loadout time. Reduced number of lifts 
saves on crane time, improving logistics on-site.

׃	 No site operatives required to sling or ‘choke’ 
items as loose items are fully contained within 
the cage.

׃	 Multiple cages can be stacked when not in use, 
saving space on-site or in the yard.

EXCAVATOR 
FORKS
Easily transport materials and equipment 
around site.

׃	 Ideal for when there isn’t a telehandler 
or forklift on-site, reducing cost of 
additional machinery hire.

׃	 The forks tines sit as a free standing unit, 
flat to the ground when unattached from 
the excavator, increasing site safety.

׃	 Quick and simple to attach to a wide 
range of excavator makes and models.

KERB GRIPPER
A multi-functional kerb lifter, typically used 
to lay ‘HB kerbs’ or slabs.

׃	 Ramp or gate access options.

׃	 Crane lifting points and fork pockets 
for easy manoeuvre around site.

׃	 Mesh sides provide increased visibility 
for the operator and reduce cage 
weight, increasing the load capacity.

*Working Load Limit 

*Working Load Limit 

*Working Load Limit

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

C O M PAT I B I L I T Y
( tonne excavators)

EA010-01000 1930 1010 540 195 1000  5  - 9

EA010-02500 2310 1225 620 375 2500 13  - 22

EA010-04000 2740 1390 745 540 4000 30  - 50

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

G R I P  R A N G E
(mm)

W E I G H T
(kg)

W L L *
(kg)

MH704-00100 1560 570 500 500 -1100 11.5 100

BLOCK GRAB
Transports bricks and blocks around site.

׃	 The two different sizes means it is able to manage different load heights.

׃	 Handles all types of concrete products, such as concrete slabs, kerb stones and paving blocks.

׃	 Top arms and load levelling arms increase durability and safety, while the automatic catch mechanism  
enables a single operator to stack or unstack loads.

*Working Load Limit

C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

I N T E R N A L  H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

CA105AH-00800 Bar Handles 1210 1480 1340 800 240 1800

CA105AH-01000 Bar Handles 1210 1480 1540 1000 250 1800

CA105AI-00800 D-Handles 1200 1582 1311 800 265 1800

CA105AI-01000 D-Handles 1200 1582 1511 1000 288 1800

M A T E R I A L S  L I F T I N G  &  H A N D L I N G M A T E R I A L S  L I F T I N G  &  H A N D L I N G
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C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

C A PA C I T Y
( l i t res)

FB630-3000 2273 1523 1323 1130 3000

SMART  
FUEL TANK
A stand-alone, transportable fuel storage 
unit for refuelling plant and vehicles.

׃	 Electric pump with app login prevents 
unathorised use, reducing fuel theft. Fuel use 
can also be monitored by site and individual 
user via an online portal. 

׃	 Solar powered unit, so it can be positioned 
anywhere on-site. It is not reliant on mains 
supply, thus improving a project’s sustainablility. 

FUEL  
BOWSER
A fully bunded, high-quality fuel tank for 
storage of diesel and other fuels on site.

׃	 Bowsers fitted with a hand pump as standard  
or a range of electric pump options are available  
on request.

׃	 The 880-litre tank can be transported with fuel 
while remaining ADR compliant. The 2000-litre tank 
cannot be transported full. All units can be stacked 
two high when full and three high when empty.

C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

E M P T Y  W E I G H T
(kg)

F U L L  W E I G H T
(kg)

C A PA C I T Y
( l i t res)

FB602-00950 Hand / Electric 1350 1150 1150 370 1270 880

FB602-02000 Hand / Electric 1350 1150 2300 700 2500 2000

C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

C A PA C I T Y
( l i t res)

ST140-16000 2940 2570 2830 2400* 2000

FUEL ECO-HUB
A solar-powered hub for fuel security and usage management on-site and in the office.

׃	 An app is required to access the pump via an individual login, preventing unauthorised use.

׃	 An online portal stores all usage data by site, pump, operative and machine or vehicle, providing real-time 
monitoring capabilities.

׃	 Solar panels mean the unit is not reliant on mains power or being positioned near an electric supply.

׃	 Range of optional extras available to customise your hub, including a 3000-litre fuel tank, an electric pump  
for Ad Blue, and a tank level monitor.

*Combined weight of the container and 2000-litre Fuel Bowser (empty) but this may be subject to change depending on your configuration.

F U E L  M A N A G E M E N T F U E L  M A N A G E M E N T
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C O D E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

SS700-00044 19960 3100 1480 5550 44000

WHEEL WASH
Cost-effective wheel cleaning system  
for construction sites.

׃	 Designed using a variety of ribbed sections that 
ensure the vibration and friction required to 
remove the maximum amount of mud possible. 

׃	 Removal of mud from vehicle and machinery 
tyres reduces the amount carried onto  
public roads.

׃	 Easy to assemble and transport due to the 
lightweight frame.

AUTOLOCK  
TIPPING SKIP
Easily transport waste material around site.

׃	 Autolock mechanism eliminates the 
need to attach safety restraint chains 
around the machine’s carriage, reducing 
downtime and improving productivity.

׃	 No levers or cables are required to discharge 
the skip, so the driver can remain safely 
seated within the machine’s cab.

׃	 Design reduces the impact the skip 
receives from the back of the forks, 
increasing its longevity and reducing 
repair or replacement costs.

*Working Load Limit 

*Working Load Limit 

C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

W L L *
(kg)

C A PA C I T Y
( l i t res)

FA800AC-00500 Standard 500 1400 920 934 125 1000 500

FA801-00500 Standard With Castors 500 1400 989 1023 160 1000 500

CA128-00500 Cranelift 500 1400 920 1050 130 1000 500

CA134-00500 Cranelift With Castors 500 1400 989 1138 165 1000 500

FA800AC-01200 Standard 1200 1818 1224 964 150 2000 1200

FA801-01200 Standard With Castors 1200 1818 1224 1051 185 2000 1200

FA800AH-01200 Standard With Mesh Sides 1200 1846 1248 1464 175 1000 1200

CA128-01200 Cranelift 1200 1818 1224 1078 155 1000 1200

CA134-01200 Cranelift With Castors 1200 1818 1224 1160 190 1000 1200

S I T E  M A N A G E M E N T S I T E  M A N A G E M E N T

C O D E T Y P E L E N G T H
(mm)

W I D T H
(mm)

H E I G H T
(mm)

W E I G H T
(kg)

F O R K 
P O C K E T *

(mm)

TA N K 
C A PA C I T Y

( l i t res)

SA800AK-02100 Standard 2180 2340 1260 560 148 x 60 250

SA800AI-02100 Pressurised Water 2180 2340 1260 560 148 x 60 250

SA800AP-02100 Standard + Kerb Brush 2300 2700 1260 585 148 x 60 250

SA800AQ-02100 Pressurised Water + Kerb Brush 2300 2700 1260 585 148 x 60 250

POWERBRUSH  
FORKLIFT 
SWEEPER
Forklift attachment that cleans dirt and 
suppresses dust.

׃	 Huge project cost savings compared to road 
sweeper hire.  

׃	 All weather solution for keeping the mud at  
bay during the autumn and winter months  
and suppressing dust in the spring and  
summer months.

׃	 Always available on-site, no waiting for 
unreliable road sweeper appointments, 
increasing productivity and reducing downtime.

ROAD PLATES
Ensure safe and efficient access across uneven 
terrains with our durable Road Plates. 

׃	 Available in four variations – Standard,  
Anti-Skid, Centre-Lift and Anti-Skid Centre-Lift.

׃	 Standard steel plates available in small 
and large sizes, compliant with Street 
and Roadworks Code of Safe Practice.

׃	 Improves access for vehicles and machinery 
and prevents damage to them, saving 
on repair or replacement costs.

*Manufacturing tolerances mean the width and length could vary by 10mm +/- and the thickness by 2mm +/-

*Fork Pocket Internal Dimensions (Width x Height)

C O D E S I Z E T Y P E L E N G T H *
(mm)

W I D T H *
(mm)

T H I C K N E S S *
(mm/inches)

H O L E  D I A M E T E R
(mm)

W E I G H T
(kg)

SS520-01440 Small Standard 1200 1200 19.77/ 3/4 80 226

SS520-02880 Large Standard 2400 1200 19.77/ 3/4 80 452

SS520AB-02880 Large Anti-Skid 2400 1200 19.77/ 3/4 80 452

SS520AC-02880 Large Centre-Lift 2400 1200 19.77/ 3/4 80 452

SS520AD-02880 Large Anti-Skid Centre-Lift 2400 1200 19.77 / 3/4 80 452



	՜ W H Y  C H O O S E  C O N Q U I P ?

ON-SITE SERVICING׃	

NATIONWIDE REACH׃	
׃	 DIRECT-TO-END USER

UK MANUFACTURING׃	

NEXT-LEVEL SUPPORT 
F O R  YO U  & YO U R  P R O J E C T 

P L U S :

Equipment recycling, spare parts, FORS Gold delivery, hire 
service and much more...

W H Y  C H O O S E  C O N Q U I P ?

S E E  H O W  E L S E  W E  C A N  H E L P

GET IN TOUCH
Call us on 0333 300 3470 

Email us at sales@cqegroup.com 
www.cqegroup.com

Copyright © 2026 Conquip Engineering Group. All Rights Reserved.

Issue 7 - March 2026

https://bit.ly/4bER91M
https://bit.ly/4bER91M

