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DISCLAIMER
Conquip has prepared this document to provide guidance on the safe erection, use and 
dismantling of the Conquip 250 Series Strut. This document should be read in conjunction 
with the guidance document of the waling system the struts are being used with. This 
document contains limited design information. Design information can be found in Conquip’s 
Excavation Support Technical File, or by containing Conquip directly.

This document does not relieve users of their own duty of care.

This user guide is based on the user being familiar with this type of equipment, exercising all 
reasonable skill and care in its use. All work with the equipment should only be undertaken 
with suitably competent and supervised operatives.

The user should take into account this user guide, as well as all other available documentation 
and guidance provided by Conquip and the wider construction industry. The user must remain 
compliant with relevant safety laws and industry good practice.

Considerations for a Safe System of Work should include, but are not limited to:

	▪ Employing a competent engineer to provide a suitable design for excavation schemes.

	▪ Safe handling and lifting of equipment.

	▪ Provision of safe access and prevention of falls from height.

	▪ Identification of buried services and unexploded ordinance.

	▪ Working within confined spaces.

	▪ Inspection and suitability of ground conditions for the equipment selected.

Your attention is drawn to the Construction Design Management Regulations 2015, whereby 
the person selecting a product for use is a designer and must take account of the health and 
safety issues arising from its use.

Conquip does not accept any responsibility for the user’s operation of the equipment.

Conquip operates a continuous improvement policy and therefore may change the contents of 
this document at any time without notice.

Your statutory rights are unaffected.

If in doubt, ask Conquip for assistance.

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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INTRODUCTION
O V E R V I E W
The Conquip Series 250 Series (250S) Strut is intended to be used in conjunction with the 
following Conquip brace systems:

	▪ 300 Brace

	▪ 400 Brace (with adaptors)

Struts are formed using a hydraulic jack connected to intermediate extensions to make up the 
required strut length. 

Two end fixings are available; a hook end plate that allows cross struts to be directly lifted on 
and off a frame and a swivel end that allows angled knee braces across the corners for frames.

K E Y  B E N E F I T S
H I G H  L O A D  C A P A C I T Y 
Built for heavy-duty support up to 600kN, making them ideal for shallow to medium 
excavations, basement construction, cofferdams and retaining structures.

W I D E  S P A N  C A P A B I L I T Y 
Able to span wide distances, up to 16 metres, providing additional support to our 300 Brace 
system. 

I N C R E A S E D  W O R K I N G  S P A C E 
250S Struts reduce the overall number of props required to support an excavation, allowing 
contractors to maximise the available space and ease plant, materials and personnel logistics.  

Q U I C K  A N D  P R E C I S E  A D J U S T M E N T 
These struts can be pre-loaded, reducing deflection, and accurately adjusted to provide better 
control of ground movement, making them faster to install than mechanical struts.

M O D U L A R ,  F L E X I B L E  S Y S T E M 
Hydraulic units and extension units can be used in a range of combinations to accommodate 
varying excavation types and sizes. 

V E R S A T I L E  C O N N E C T I O N  O P T I O N S 
Hook end plates allow for struts crossing an excavation at 90 degrees to the waler span and 
swivel ends work with knee braces.

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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COMPONENT IDENTIFICATION
H Y D R A U L I C  U N I T

E X T E N S I O N  U N I T S

C O N N E C T I N G  P I N S

D E S C R I P T I O N W E I G H T
(kg)

60mm Pin 2

R Clip -

C O D E D E S C R I P T I O N L E N G T H
(mm)

W E I G H T
(kg)

MIN MAX

250S-600HYD 250S 600kN Hydraulic Unit 1100 1700 625

C O D E D E S C R I P T I O N L E N G T H
(m)

W E I G H T
(kg)

250S-E05 Extension Unit 550 0.55 98

250S-E10 Extension Unit 1000 1.00 136

250S-E15 Extension Unit 1500 1.50 172

250S-E25 Extension Unit 2500 2.50 246

250S-E60 Extension Unit 6000 6.00 502

L

L

2 5 0 S  H O O K  E N D  P L A T E
The Hook End Plate is used for struts crossing an excavation at 90 degrees to the waler span. 
Struts may be preassembled, then lowered onto the brace waler flanges before preloading.

2 5 0 S  S W I V E L  E N D  W I T H  C L A M P I N G  P L A T E
The 250S Strut Swivel End is used for knee braces and cross struts requiring a small angle. The 
standard clamping plate is suitable for fixing to the 300 Brace system. An adaptor is available 
for fixing to the 400 Brace system.

Care should be taken to ensure that the direction of the swivel is correct for the direction of 
applied load, and that the connecting pin is in the correct hole. See the Technical Data Sheet 
for more information.

A clamping plate secures the swivel to the brace flange top and bottom.

C O N N E C T I O N D I M E N S I O N S
(mm)

W E I G H T
(kg)

LENGTH WIDTH HEIGHT

6No M24 x 80 Bolts, Gr8.8 460 430 420 85

C O N N E C T I O N P I N D I M E N S I O N S
(mm)

W E I G H T
(kg)

LENGTH WIDTH HEIGHT

6No M20 x 120 Bolts, Gr8.8 60mm dia, Gr EN8 570 455 420 110

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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SPECIFICATION
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R E C O M M E N D E D  S T R U T  E X T E N S I O N  C O M B I N A T I O N S

Other non-standard strut arrangements may be available on request.

2 5 0 S  S T R U T S

STRUT ACCESSORIES
The below items are required for frame installation. Detailed guidance on their individual uses 
can be found either in their respective user guides, or later in this document.

F O U R - L E G  L I F T I N G  C H A I N S

H Y D R A U L I C S

2 5 0 S  T O  4 0 0 B  A D A P T O R S
The standard ends for the 250S Strut are suited for the 300 Brace system. For connecting to 
the 400 Brace system, the below adaptors are required. The adaptors connect to the 400 
Brace using standard 400B clamping plates.

C O D E T Y P E D I M E N S I O N S
(mm)

W E I G H T
(kg)

LENGTH WIDTH HEIGHT

TL900587 End Adaptor 460 430 420 85

TL900588 Swivel End Adaptor 460 430 420 85

E N D  A D A P TO R S W I V E L  E N D  A D A P TO R

E N D  A D A P TO R 
W I T H  C R O S S  S T R U T

S W I V E L  E N D  A D A P TO R 
U S E D  F O R  K N E E  B R A C E

S W I V E L  E N D  A D A P TO R  R OTAT E D 
90o  F O R  R A K I N G  S T R U T

250 S  S T R U T 400 B R A C E

C O D E D E S C R I P T I O N W E I G H T
(kg)

TL900422 DA Bucket Pump 20L 20

- DA Motorised Pump 70L 184

TL900420 1/4” Hose M/F 6.0m 400bar -

TL900421 5 Way Bridle -

C O D E D E S C R I P T I O N W E I G H T
(kg)

CF3-10-1AX8 4-Leg Chain 3mtr – SWL 6.7T 
10mm 30

CF5-10-1AX8 4-Leg Chain 5mtr – SWL 6.7T 
10mm 60

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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SPECIFICATION SPECIFICATION
W A L I N G  T O  W A L I N G  D I M E N S I O N S E X T E N S I O N  B U I L D - U P

250 S  H Y D R A U L I C  U N I T  600 K N

C O D E M I N
(mm)

M A X
(mm)

W E I G H T
(kg)

250S-2.0 1800 2400 623

250S-2.5 2350 2950 721

250S-3.0 2800 3400 759

250S-3.5 3300 3900 795

250S-4.0 3850 4450 893

250S-4.5 4300 4900 869

250S-5.0 4850 5450 967

250S-5.5 5300 5900 1005

250S-6.0 5800 6400 1041

250S-6.5 6350 6950 1139

250S-7.0 6800 7400 1115

250S-7.5 7350 7950 1213

250S-8.0 7800 8400 1125

250S-8.5 8350 8950 1223

250S-9.0 8800 9400 1261

250S-9.5 9300 9900 1297

250S-10.0 9850 10450 1395

250S-10.5 10300 10900 1371

250S-11.0 10850 11450 1469

250S-11.5 11300 11900 1507

250S-12.0 11800 12400 1543

250S-12.5 12350 12950 1641

250S-13.0 12800 13400 1617

250S-13.5 13350 13950 1715

250S-14.0 13800 14400 1627

250S-14.5 14350 14950 1725

250S-15.0 14800 15400 1763

250S-15.5 15300 15900 1799

250S-16.0 15850 16450 1897

C O D E 250S- 
600HYD

250S- 
E055

250S- 
E10

250S- 
E15

250S- 
E25

250S- 
E60

S T R U T 
W E I G H T

(kg)
600k N 

H Y D
0.55
(m)

1.0
(m)

1.5
(m)

2.5
(m)

6.0
(m)

HOOK 
END 

PLATE

250S-2.0 1      2 623

250S-2.5 1 1     2 721

250S-3.0 1  1    2 759

250S-3.5 1   1   2 795

250S-4.0 1 1  1   2 893

250S-4.5 1    1  2 869

250S-5.0 1 1   1  2 967

250S-5.5 1  1  1  2 1005

250S-6.0 1   1 1  2 1041

250S-6.5 1 1  1 1  2 1139

250S-7.0 1    2  2 1115

250S-7.5 1 1   2  2 1213

250S-8.0 1     1 2 1125

250S-8.5 1 1    1 2 1223

250S-9.0 1  1   1 2 1261

250S-9.5 1   1  1 2 1297

250S-10.0 1 1  1 1 1 2 1395

250S-10.5 1    1 1 2 1371

250S-11.0 1 1   1 1 2 1469

250S-11.5 1  1  1 1 2 1507

250S-12.0 1   1 1 1 2 1543

250S-12.5 1 1  1 1 1 2 1641

250S-13.0 1    2 1 2 1617

250S-13.5 1 1   2 1 2 1715

250S-14.0 1     2 2 1627

250S-14.5 1 1    2 2 1725

250S-15.0 1  1   2 2 1763

250S-15.5 1   1  2 2 1799

250S-16.0 1 1  1  2 2 1897

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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ASSEMBLY INSTRUCTIONS
C O N N E C T I O N S

2 5 0 S  S W I V E L  E N D  A N G L E  R A N G E

C O N N E C T I O N  T Y P E C O N N E C T I O N  D E TA I L S

250S Extension To 250S Extension 6No M24 x 80 Bolts, Gr8.8

250S Extension To 600kN Hydraulic Jack 6No M24 x 80 Bolts, Gr8.8

250S Extension To 250S Hook End Plate 6No M24 x 80 Bolts, Gr8.8

250S Extension To 250S Swivel 6No M24 x 80 Bolts, Gr8.8

Swivel Clamping Plate Assembly 6No M20 x 120 Bolts, Gr8.8

C O N N E C T I O N  D E T A I L S
2 5 0 S  E X T E N S I O N  T O  E X T E N S I O N  O R  H Y D R A U L I C  U N I T

2 5 0 S  H O O K  E N D  P L A T E  T O  E X T E N S I O N  O R  H Y D R A U L I C  U N I T

2 5 0 S  S W I V E L  E N D  T O  E X T E N S I O N  O R  H Y D R A U L I C  U N I T

B O L T  T O R Q U E S
	▪ Bolts can be tightened by spanners or power tools. Caution MUST be applied when using 

power tools so as not to over-tighten and damage the bolts.

	▪ Tighten all M20 bolts to a torque of 280Nm.

	▪ Tighten all M24 bolts to a torque of 480Nm.

	▪ After initial tightening of a bolt group, go back over all the bolts to ensure that they are 
tightened to the correct torque.

	▪ It is good practice to tighten bolts in a pattern where opposing bolts are tightened, not 
sequentially working your way around a strut. Do Not Over Tighten.

a = 30 - 60⁰

a = 60 - 90⁰

M 24 x  80  B O LT  (x6)

M 24 x  80  B O LT  (x6)

M 24 x  80  B O LT  (x6)

M 20 x  120 B O LT  (x6)

60 x  350 P I N  (x1)  & R  C L I P  (x2)

NB: Swivel ends are usually delivered pre-assembled

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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A F T E R  I N S T A L L A T I O N
	▪ Install any remaining edge protection and access.

	▪ Regularly inspect the excavation and equipment for signs of excessive movements.

	▪ Check hydraulics for signs of fluid leakage.

	▪ Keep plant, soil heaps and stored materials well clear from the edge of the excavation.

	▪ Each excavation must be inspected daily before personnel begin work.

R E T U R N  O F  E Q U I P M E N T ,  O F F - H I R E

All equipment is to be returned cleaned, and assembled as supplied.

T R A N S P O R T A T I O N
Ensure all equipment is loaded to the satisfaction of the vehicle driver, and is securely 
restrained on the vehicle bed. Ensure any hydraulic units are fully retracted with locking pins 
in position.

GENERAL GUIDANCE
S A F E  S Y S T E M S  O F  W O R K
All aspects of handling, use and maintenance of the equipment should consider adopting a 
Safe System of Work. The equipment includes components with significant weight, requiring 
appropriate lifting plans, machinery and suitably competent operatives. Assembly of 
suspended loads should be managed to avoid trapping of fingers.

A C C E S S ,  S T O R A G E
S U R F A C E  C O N D I T I O N S

Storage and pre-assembly work should be carried out on suitably firm, level, dry areas.

L I F T I N G
	▪ Selection of plant and equipment for lifting operations should be suitable for the weights 

being lifted.

	▪ Slinging should always be carried out by suitably experienced and competent personnel.

	▪ The weights of components to be lifted are contained within this guide.

	▪ The weight of lifting equipment should be added to the total lift weight.

P R I O R  T O  I N S T A L L A T I O N

Plan for edge protection to be installed as soon as possible before entry into the excavation.

D U R I N G  I N S T A L L A T I O N
	▪ Check that all bolted connections remain tight.

	▪ Check that all pinned connections are intact.

	▪ Take care not to accidentally strike equipment.

	▪ Avoid adjusting the struts under significant loads; only extend or retract under conditions 
of no or low loading.

	▪ If site conditions differ from the Temporary Works design being used, stop works and 
contact the designer immediately.

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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USAGE INSTRUCTIONS
Before using this equipment, read and understand the information outlined in the Safety 
section of this document.

A S S E M B L Y  I N S T R U C T I O N S
01.	 Position and level timbers on the ground in a clear area adjacent to where the excavation will be 

carried out. Using certified lifting chains, position each strut component on the timbers.

02.	 Connect strut components using bolts and preloads as specified in this guide.

I N S T A L L A T I O N  A N D  R E M O V A L  I N S T R U C T I O N S
01.	 The below sequence should be read in conjunction with the user guides relevant to the jacking 

unit being used.

02.	 Contact Conquip Engineering Group if you require further assistance.

T Y P I C A L  S E Q U E N C E  F O R  S T R U T  I N S T A L L A T I O N

01.	 Ensure that the walings which are to be supported are at the correct level, and pressurised (if 
required), prior to installing the struts. Ensure any required restraint chains or supporting brackets 
for the walings are in place.

02.	 Measure the dimension between walings.

03.	 Adjust the preassembled strut to the required length.

04.	 Fit the hook end plates or swivel ends. If using swivels, leave the bolts of the clamping plate 
slightly slack.

05.	 Attach lifting chains. Lift the strut into position so that the clamp plates or seating cleat are 
located correctly over the flanges of the walings.

06.	 Check that the strut is square / at the required angle. If a swivel end is being used, check the 
swivel is firmly against the shear stop.

07.	 Jack out / preload the 250S 600kN Hydraulic Unit; it requires a preload of approximately 100 Bar 
(1450 psi).

08.	 Fit the bottom clamp plates if required.

09.	 Tighten all clamp plate bolts

10.	 Remove lifting chains.

T Y P I C A L  S E Q U E N C E  F O R  S T R U T  R E M O V A L

01.	 Ensure the strut is safe to remove. Refer to the Temporary Works Design.

02.	 Ensure safe access has been provided to the strut.

03.	 Support the strut from below, or sling with a suitable crane before attempting to release the strut.

04.	 Release the Hydraulic or Mechanical Unit. See the relevant user guide documents relating to the 
unit.

05.	 Once the strut is released, remove the clamp plates if present.

06.	 Lift the strut clear of the excavation.

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com



G E N E R A L  S A F E T Y  I N S T R U C T I O N S G E N E R A L  S A F E T Y  I N S T R U C T I O N S

18 19

SAFETY INSTRUCTIONS
The equipment should be properly operated and maintained to keep it in a safe, efficient 
operating condition. Be sure that all fixings and components are free of mud or other matter 
that might cause issues hazardous to the operator, serviceman, or other personnel or 
equipment. Report all malfunctions to those responsible for maintenance, and do not operate 
the equipment until corrected. Normal service or maintenance performed as required can 
prevent unexpected and unnecessary downtime.

This operations manual describes general inspections, servicing and operation with the 
normal safety precautions required for normal servicing and operating conditions. It is not 
a guide, however, for abnormal conditions or situations, and therefore, servicemen and 
operators must be safety conscious and alert to recognise potential servicing or operating 
safety hazards at all times, and take necessary precautions to assure safe servicing and 
operation of the equipment. 

M 002
Refer to instructions 

manual

M 004
Wear eye protection

M 008
Wear safety footwear

M 009
Wear protective gloves

M 010
Wear protective clothing

M 014
Wear head protection

M 015
Wear high-visibility 

clothing

I M P O R T A N T  S A F E T Y  N O T E S
Read these instructions before using this equipment. If there is anything you do not 
understand or if you have any concerns do not use this equipment. Contact your supervisor or 
Conquip Engineering Group for advice.

	▪ Check that all the safety requirements for the task have been considered for the task you 
are doing and that this equipment is suitable.

	▪ Protect bystanders and the general public by preventing access to the working area.

	▪ Do not use this equipment if you are tired or unwell or are under the influence of alcohol 
or drugs. If you are taking any medicine or undergoing treatment you should inform your 
supervisor.

U S A G E  &  T R A N S P O R T A T I O N
	▪ The weight of the equipment, together with its attachments, must be added to the weight 

of the load when calculating the total load that will be imposed on the lifting apparatus/
operating machine.

	▪ This equipment must be used in conjunction with the load ratings of the lifting apparatus/
operating machine. (Refer to the manufacturers’ load ratings and original working 
instructions.)

	▪ Know how to use this equipment and understand all aspects of its operation in case of 
emergency.

	▪ This equipment weighs more than 25kg. Do not manhandle without machine assistance.

	▪ Do not operate this equipment near overhead power lines.

	▪ Take care in confined spaces, near ceilings or similar hazards. This equipment is designed 
for vertical lifting. Do not drag, or swing.

	▪ Before operating this equipment, check there is enough space for you to work safely and 
make sure that the working area is clear of hazards, obstructions and personnel.

	▪ Before lowering equipment, make sure that the landing zone is clear and capable of 
accepting the size and weight of the load.

	▪ Crush Risk: keep hands and feet clear of the equipment at all times to avoid injury.

	▪ Do not exceed the maximum Working Load Limit (WLL) shown on the serial plate. Ensure 
that the WLL on the individual lift points is not exceeded.

	▪ Before lifting, check that the load is secured, balanced and stable. Allow space for the 
equipment to move if the load shifts.

	▪ Manoeuvre loaded or raised equipment carefully. Travel and turn slowly to avoid unit 
becoming unstable.

support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com support@cqegroup.com | +44 (0) 333 300 3470 | www.cqegroup.com
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P E R S O N N E L
	▪ All personnel must wear relevant personal protective equipment.

	▪ Do not wear loose clothing or jewellery and tie back long hair to avoid becoming tangled or 
trapped in this equipment. 

	▪ Make everyone in the work area aware of the operational procedures.

	▪ All personnel involved in the lifting operation must be competent to do so and must have 
been briefed in conjunction with this user guide.

E Q U I P M E N T  M A I N T E N A N C E  &  C L E A N I N G
	▪ It is mandatory that the equipment is thoroughly examined regularly, by a qualified 

engineer, to ensure compliance with relevant regulations. (Conquip recommend to carry 
out a thorough examination every six months.)

	▪ This product may incorporate various loose and detachable items of lifting gear. Refer to 
the separate requirements for the safe use of those items.

	▪ This equipment must be inspected by the responsible person before each use and then 
regularly, as determined by your risk assessment or working practice. If you have any 
concerns about condition or suitability do not use it.

D O ’ S  A N D  D O N ’ T S
D O :

	ҵ Contact Conquip Engineering Group if you are unsure about using this equipment.

	ҵ Inspect the excavation and components at the start of every shift. Struts should be square and 
level or in accordance with the design. All components show no signs of damage, distress or fluid 
/ pressure loss.

	ҵ Operate permits to work and hold points.

	ҵ Attach a minimum of four restraining chains per frame (one in each corner).

	ҵ Use suitable lifting equipment at all times.

	ҵ Ensure the surrounding ground profile and all possible surcharges have been included in the 
design information.

	ҵ Maintain edge protection on all leading edges.

	ҵ Ensure all operatives using the equipment and excavation are fully briefed with a Safe System of 
Work and appropriate supervision.

	ҵ Obtain a bespoke design where one is required for the specific ground conditions or use case. 
(Conquip can provide this service.)

	ҵ Ensure all bolts are fully tight.

	ҵ Be vigilant for catching fingers.

	ҵ Identify all buried services prior to excavation.

	ҵ Keep operatives clear of active slewing operations.

D O N ’ T:

	̞ Use excessive force during installation / removal. If items are stuck, pause and consider solutions.

	̞ Attempt to remove struts whilst under loading.

	̞ Remove struts that aren’t supported from beneath, or by lifting equipment.
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TERMS & CONDITIONS
C O N Q U I P  E N G I N E E R I N G  G R O U P 
S T A N D A R D  P R O D U C T  W A R R A N T Y

0 1 . 	C O M M E N C E M E N T

1.1 This Warranty shall commence on the Commencement Date and shall continue until the 
earlier of:

(a) the Expiry Date; or

(b) the date on which it may be voided in accordance with clause 4.1(b)

when it shall terminate automatically without notice.

0 2 . 	D U T Y  O F  G O O D  F A I T H

2.1 The Purchaser shall in the exercise of its rights under this Warranty and in the compliance 
with its obligations under this Warranty be subject to and shall in all respects owe and comply 
with a duty of good faith to the Warrantor.

0 3 . 	N A T U R E  A N D  E X T E N T  O F  C O V E R

3.1 Subject to clause 3.2 the Warrantor agrees and undertakes to the Purchaser that it shall be 
liable to the Purchaser under and in accordance with the terms of this Warranty in the event 
that:

(a) prior to the Expiry Date the Purchaser shall notify a Warranty Claim to the Warrantor; and

(b) the Equipment or any relevant part of the Equipment shall have become unusable as the 
result of defective material or defective workmanship prior to the Expiry Date.

3.2 The Warrantor’s obligation under clause 3.1 shall be expressly subject to the provisions of 
clauses 4, 5 and 6 and conditional upon the Purchaser’s compliance in full with the provisions 
of clause 7.

0 4 . 	R E S T R I C T I O N S

4.1 The following restrictions apply to this Warranty:

(a) This Warranty is personal to the Purchaser and neither the legal benefit nor legal burden 
of this warranty may be assigned or novated or otherwise transferred by the Purchaser to any 
other party. Any purported assignment, novation or transfer shall not be binding upon the 
Warrantor.

(b) This Warranty shall be void in the event that the Purchaser:

(i) cannot provide authentic and original documentary evidence that the Purchaser has 
during the period between the Commencement Date and the Expiry Date complied with the 
Maintenance and Servicing Requirements; and/or

(ii) has, during the period between the Commencement Date and the Expiry Date, exceeded 
the Purchaser’s Usage Cycle Parameters; and/or

(iii) has, during the period between the Commencement Date and the Expiry Date, exceeded 
the Purchaser’s Use Parameters; and/or

(iv) has carried out, or procured the carrying out by any third party of, any repair to the 
Equipment or any part of the Equipment which is not an Authorised Repair; and/or

(v) has operated the Equipment after having replaced any part of the Equipment with a part 
which has not been supplied and fitted by the Warrantor; and/or

(vi) has modified the Equipment in any way prior to use.

0 5 . 	E X C L U S I O N S

5.1 The following are excluded from the scope of this Warranty:

(a) Loss of and/ or damage to the Equipment or any part of it resulting from any collision 
between the Equipment and any other fixed or stationary or mobile object whatsoever, 
irrespective of whether that collision was or was not caused by the Purchaser; and/or

(b) Loss of and/or damage to any personal property and/or possessions or other equipment 
not forming part of the Equipment but which is present in or about the Equipment; and/or

(c) loss and/or damage which is covered by any other insurance policy taken out and 
maintained by the Purchaser or in respect of which the Purchaser has a contractual obligation 
to do so; and/or

(d) loss and/or damage to the equipment which is consistent with the use by the Purchaser of 
the Equipment:

(i) in compliance with the Maintenance and Servicing Requirements; and

(ii) in compliance with the Usage Cycle Parameters; and

(iii) in compliance with the Use Parameters; and

(iv) having only carried out Authorised Repairs to the Equipment; and

(v) having all and any replacement parts fitted by the Warrantor; and

(vi) in unmodified form.
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0 6 . 	L I M I T A T I O N  O F  L I A B I L I T Y

6.1 The Warrantor’s liability to the Purchaser shall be limited as follows:

(a) The Warrantor shall not in any circumstances be liable to the Purchaser for indirect and/
or consequential and/or economic loss suffered and/or incurred as the case may be by the 
Purchaser; and

(b) The Warrantor shall only be liable to the Purchaser for the reasonable and proper costs 
reasonably and properly incurred by the Purchaser directly in connection with the repair and/
or replacement (at the Warrantor’s absolute discretion) of the Equipment or any part of the 
Equipment; and

(c) The Warrantor’s liability to the Purchaser shall notwithstanding any other provision of this 
Warranty, not in any circumstances exceed the Purchase Price of the Equipment.

0 7 . 	W A R R A N T Y  C L A I M S

7.1 The Purchaser shall in respect of any claim against the Warrantor under this Warranty and 
within 24 hours of the occurrence of the subject matter of the Warranty Claim:

(a) Complete in full and submit to the Warrantor a Warranty Claim in the form annexed to 
Schedule 4;

(b) Provide date stamped or date identifiable photographs evidencing the claim; and

(c) Make the Equipment or the relevant part of the Equipment available to the Warrantor for 
inspection within 48 hours of notification of the relevant Warranty Claim.

0 8 . 	E N T I R E  A G R E E M E N T

8.1 This Warranty constitutes the entire agreement between the parties and supersedes 
and extinguishes all previous promises, assurances, warranties, representations and 
understandings between them, whether written or oral, relating to its subject matter.

8.2 Each party agrees that it shall have no remedies in respect of any statement, 
representation, assurance or warranty (whether made innocently or negligently) that is not 
set out in this Warranty. Each party agrees that it shall have no claim for innocent or negligent 
misrepresentation or negligent misstatement based on any statement in this Warranty.

No variation of this Warranty shall be effective unless it is in writing and signed by the parties 
(or their authorised representatives).

0 9 . 	W A I V E R

No failure or delay by a party to exercise any right or remedy provided under this Warranty 
or by law shall constitute a waiver of that or any other right or remedy, nor shall it prevent or 
restrict the further exercise of that or any other right or remedy. No single or partial exercise 
of such right or remedy shall prevent or restrict the further exercise of that or any other right 
or remedy.

1 0 . 	S E V E R A N C E

10.1 If any provision or part-provision of this Warranty is or becomes invalid, illegal or 
unenforceable, it shall be deemed deleted, but that shall not affect the validity and 
enforceability of the rest of this Warranty.

10.2 If any provision or part-provision of this Warranty is deemed deleted under clause 10.1 
the parties shall negotiate in good faith to agree a replacement provision that, to the greatest 
extent possible, achieves the intended commercial result of the original provision.

1 1 . 	T H I R D  P A R T Y  R I G H T S

11.1 This Warranty does not give rise to any rights under the Contracts (Rights of Third Parties) 
Act 1999 to enforce any term of this Warranty.

1 2 . 	G O V E R N I N G  L A W

12.1 This Warranty and any dispute or claim (including non-contractual disputes or claims) 
arising out of or in connection with it or its subject matter or formation shall be governed by 
and construed in accordance with the law of England and Wales.

1 3 . 	J U R I S D I C T I O N

13.1 Each party irrevocably agrees that the courts of England and Wales shall have exclusive 
jurisdiction to settle any dispute or claim (including non-contractual disputes or claims) arising 
out of or in connection with this Warranty or its subject matter or formation.
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I T E M C O D E D E S C R I P T I O N

E C  D I R E C T I V E / 
R E G U L AT I O N 2023/42/EC Directive 2023/42/EC - new machinery directive

H A R M O N I S E D 
S TA N D A R D S

BS EN ISO 12100:2010 Safety of machinery General principles for design 
Risk assessment and risk reduction

BS EN 1993-1-1:2005+A1:2014 Design of steel structures, general rules

BS EN 14653-1:2005 Manually operated hydraulic shoring systems for 
groundwork support

O T H E R  
R E G U L AT I O N S

LOLER 1998 Lifting Operations and Lifting Equipment 
Regulations 1998 (LOLER)

PUWER 1998 Provision and Use of Work Equipment Regulations 
1998 (PUWER)

P R O D U C T  C O D E ( S ) G E N E R A L  D E S C R I P T I O N W O R K I N G  L O A D  L I M I T

250S-600HYD 250S 600kN Hydraulic Unit 600 kN

250S-E05 Extension Unit 550 N/A

250S-E10 Extension Unit 1200 N/A

250S-E15 Extension Unit 1500 N/A

250S-E25 Extension Unit 2500 N/A

250S-E60 Extension Unit 6000 N/A

P L A C E  O F  D E C L A R AT I O N :  

Alton

D AT E  O F  D E C L A R AT I O N :  

August 2026

N A M E  & A D D R E S S  O F  M A N U FA C T U R E R :

Conquip Engineering Group Ltd, Unit 4, Waterbrook Estate, Alton, Hampshire. GU34 2UD

N A M E  & A D D R E S S  O F  P E R S O N  TO  C O M P I L E  T E C H N I C A L  F I L E :

Name: Daniel Critchley

Address: Conquip Engineering Group, Unit 4, Waterbrook Estate, Alton, Hampshire. GU34 2UD

N A M E  & A D D R E S S  O F  A U T H O R I S E D  R E P R E S E N TAT I V E  I F  O N E  H A S  B E E N  
M A N D AT E D  BY  T H E  M A N U FA C T U R E R :

N/A

N A M E ,  A D D R E S S ,  A N D  I D E N T I F I C AT I O N  N U M B E R  O F  T H E  N O T I F I E D  B O DY  (01)  O R 
A P P R O V E D  B O DY  (02) ,  W H E R E  A P P L I C A B L E :

N/A

DESIGN  
CONFORMITY (EC & UK)
(01)	 This certificate meets the requirements of the Machinery Directive 2023/42/EC of the European 

Parliament and Council.
(02)	 This certificate meets the requirements of the Supply of Machinery (Safety) Regulations 2008.

D E T A I L S

E Q U I P M E N T  D E S C R I P T I O N

H A R M O N I S E D  S T A N D A R D S  &  R E G U L A T I O N S

D E C L A R A T I O N

I declare that the above equipment meets the Essential Health and Safety requirements of the 

(01)	Machinery Directive 2023/42/EC of the European Parliament and Council.
(02)	Supply of Machinery (Safety) Regulations 2008 and Section 6 of the Health and Safety at Work Etc. 

Act 1974.

N A M E : P O S I T I O N : S I G N AT U R E :

Daniel Critchley Chief Executive Officer
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TA L K I N G  TO  U S  I S  E A S Y

WE’RE HERE TO HELP
Call us on 0333 300 3470 

Email us at sales@cqegroup.com 
www.cqegroup.com


